
VOLCLAY SWELLTITE

ALLCO ALUMINIUM TERMINATION BAR.
30X6 S/S SCREW FIXINGS @ 300 CTRS MAX.
NO POWDER  / DIRECT FASTERNERS.

CETSEAL SEALANT 
OVER JUNCTION

50 m
m

ENSURE CHASE GOES BEYOND 
INTERCONNECT TO SEAL OFF VERTICAL 
JUNCTION. NOMINAL 20MM

FOLDED ALUMINIUM FLASHING CHASED 
AND SEALED INTO PVC FACE.

F.G.L

ALTERNATE PVC 
FORMWORK 

NOTE - FLASHING DETAIL  REQUIRED 
WHEN ARCHITECTURAL DETAILING DOES
NOT HAVE CLADDING OR UNSURE OF 
VERTICAL JOINT SEALING PROPERTIES

ALLCO ALLGUARD 
PROTECTION BOARD
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TERMINATION (F.G.L)
SWELLTITE ON PVC FORMWORK

The information and data contained herein are believed to be accurate and reliable.
This information does not constitute a warranty and should be used in conjunction with the 
project specification document supplied by Allco Waterproofing Solutions Ltd
Please contact Allco Waterproofing Solutions Ltd with any questions or deviations from this 
information. 
If variances to published CETCO documentation occur, ALLCO detailing takes precident
© Allco Waterproofing Solution Ltd 


