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WATERSTOP-RX101T 
(MIN CONCRETE 
COVERAGE 75mm)

100MM MIN THICK 
SHOTCRETE WALL 
REINFORCED

VOLCLAY VOLTEX  
TO SHOTCRETE WALL

OPTIONAL: 600mm MIN 
HIGH KICKER.
VIBRATE SHOTCRETE 
MIX WITHOUT AIR 
(RECOMMENDED)

WATERSTOP RX101T 
REQUIRED IN ALL COLD 
POUR JOINTS

AQUADRAIN 15x

VOLCLAY VOLTEX  
TO SLAB

DISCHARGE PIPES
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WATERSTOP-RX101T 
(MIN CONCRETE COVERAGE 
75mm)

100MM MIN THICK 
SHOTCRETE WALL 
REINFORCED

50mm THICK 
SHOTCRETE WALL

VOLCLAY VOLTEX  
TO SHOTCRETE WALL

OPTIONAL: 600mm MIN 
HIGH KICKER.
VIBRATE SHOTCRETE 
MIX WITHOUT AIR 
(RECOMMENDED)

WATERSTOP RX101T 
REQUIRED IN ALL COLD 
POUR JOINTS

LAYER OF CORETEX FOR 
HYDROSTATIC SITUATION.
1 METER MINIMUM ABOVE 
ESTABLISHED ATER TABLE

VOLCLAY VOLTEX  
TO SLAB

10050

F 
O

 R
 M
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 O

 R
 K

50mm THICK 
SHOTCRETE WALL

CONNECTED TO
DISCHARGE PIPES

AQUADRAIN 15X 

For Technical Advice Contact:
Web:  www.allco.co.nz
Email:  info@allco.co.nz
Telephone:  09 448 1185
Facsimile:  09 448 1186

The information and data contained herein are believed to be accurate and reliable.
This information does not constitute a warranty and should be used in conjunction with the 
project specification document supplied by Allco Waterproofing Solutions Ltd
Please contact Allco Waterproofing Solutions Ltd with any questions or deviations from 
this information. 
© Allco Waterproofing Solution Ltd 

DRAWING REF:

V-W-12
REV:

2

DRAWN BY:
ALLCO 

DATE:
05/19

SHOTCRETE WALL FOOTING DETAIL 
SCALE: NTS

1
(NON HYDROSTATIC)

SHOTCRETE WALL FOOTING DETAIL 
SCALE: NTS

2
(HYDROSTATIC)


