
BUILDING PRODUCT INFORMATION

Product name: 

Product description and its intended use: 

Place of manufacture:

Legal and trading name of the manufacturer: 

Address for service: 

Website: 

Email address: 

Legal and trading name of the importer: 

Address for service: 

Website: 

Email address: 

NZBN: 



Relevant Building Code clauses: 

Statement on how the building product is expected to contribute to compliance: 

Limitations on the use of the building product: 

For design, installation and maintenance requirements that support the appropriate use 
of the building product, please refer to the BRANZ Appraisal here: 

Volclay BRANZ Appraisal

Is the building product/building product line subject to warning or ban under section 26 
of the Building Act 2004?: 

No

https://www.allco.co.nz/download/158/volclay-voltex/3241/volclay-branz-appraisal.pdf

	Untitled

	Name: Cetco Volclay Voltex DS
	Description: VOLTEX DS combines the capabilities of Voltex with a high-strength HDPE Liner. VOLTEX DS is designed for below-ground vertical and horizontal structural foundation surfaces and projects that require additional chemical resistance, extremely low water vapor and gas permeability. Typical applications include backfilled pre-cast panels and concrete walls, earth covered roofs, structural slabs, tunnels and property line construction.
	Overseas: Overseas
	BC Clauses: B2 Durability: Performance B2.3.1 (a) not less than 50 years.E2 External moisture: Performance E2.3.3.F2 hazardous building materials: Performance F2.3.1. The Volclay Waterproofing System meets this requirement and will not present a health hazard to people.
	Contribute to compliance: In the opinion of BRANZ, the Volclay® Waterproofing System, if designed, used, installed andmaintained in accordance with the statements and conditions of this Appraisal, will meet theabove provisions of the NZBC.
	Contribute to compliance_2: VOLTEX DS should only be installed after substrate preparation has been properly completed and is suitable to receive the waterproofing system. VOLTEX DS is designed for below-grade waterproofing applications where the product is properly confined.VOLTEX DS products should not be installed in standing water or over ice. If ground water contains strong acids, alkalies, or is of a conductivity of 2,500 μmhos/cm or greater, water samples should be submitted to the manufacturer for compatibility testing.VOLTEX DS is not designed to waterproof expansion joints.Do not use VOLTEX DS on masonry block foundation walls. (Use Swelltite)
	Manufacturer Name: Cetco USA Colloid Environmental Technologies Company LLC 
	Address: 2870 Forbs Avenue, Hoffman Estates, IL 60192 
	Website: https://www.mineralstech.com/ 
	Email: cetco@mineralstech.com 
	GL Imports Ltd: GL Imports Ltd
	9429031063432: 9429031063432
	infoallcoconz: info@allco.co.nz
	5 Te Kea Place Rosedale Auckland: 5 Te Kea Place, Rosedale, Auckland, 0632
	wwwallcoconz: www.allco.co.nz


