
CASALI 2 LAYER TORCH-ON MEMBRANE

STEP 3. 
SADDLE FLASHING OVER CAVITY BATTEN, 
DIRECTLY BEHIND CLADDING, REFER FIG12 E2/AS1

50X50MM INTERNAL-CORNER FLASHING BY CLADDING SUPPLIER 
BEHIND SADDLE FLASHING EXTENDED TO BOTTOM OF CLADDING. 

STEP 4. 
CLADDING TO SEAL TO SADDLE FLASHING

STEP 1.
CASALI MEMBRANE BEHIND CAVITY BATTEN
FULLY SUPPORTED BY SUBSTRATE 
FINISH 150MM MIN. COVER OVER & BEYOND 
THE PARAPET JUNCTION 

CASALI 2 LAYER MEMBRANE LAPS 
DOWN OVER CLADDING

METAL FLASHINGS BY OTHERS

SELECTED CLADDING

CASALI 2 LAYER  MEMBRANE BEHIND 
WALL UNDERLAY

STEP 2.
AIR BARRIER / WALL UNDERLAY BEHIND 
CAVITY, LAPS OVER MEMBRANE

STEP 2.
AIR BARRIER / WALL 
UNDERLAY BEHIND CAVITY, 
LAPS OVER MEMBRANE

STEP 3. *Saddle Flashing over 
cavity batten, directly behind 
cladding, refer Fig12 E2/AS1

STEP 4. Cladding to seal to 
saddle flashing

STEP 1. 2 layer Torch-on System 
behind cavity batten fully 
supported by substrate plywood 
or timber. Finish 150mm over & 
beyond the parapet junction

STEP 2. Wall Underlay behind 
cavity. Finish over membrane 

STEPS

STEP 5. Metal Cap flashing to 
seal to saddle flashing

PARAPET - SADDLE FLASHING
SCALE: NTS
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For Technical Advice Contact:
Web:  www.allco.co.nz
Email:  info@allco.co.nz
Telephone:  09 448 1185
Facsimile:  09 448 1186

The information and data contained herein are believed to be accurate and reliable.
This information does not constitute a warranty and should be used in conjunction with 
the project specification document supplied by Allco Waterproofing Solutions Ltd
Please contact Allco Waterproofing Solutions Ltd with any questions or deviations from 
this information. 
© Allco Waterproofing Solution Ltd 
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