
VOLCLAY SWELLTITE TO 
FOUNDATION WALL

STRUCTURAL CONCRETE FLOOR SLAB, 
REFER ENGINEERS DESIGN & 
DOCUMENTATION.
TYPICALLY PRECAST PANEL 
CANTILEVER OUTSIDE BUILDING LINE 
ONTO BACK FILL AREA

12MM COMPRESSED SHEET "CONFINEMENT PANEL"
FIXED OVER MEMBRANE. EXTEND 500MM BEYOND 
PANEL EXTENT.
STAINLESS FIXINGS @ 300 CRS

N O T E
RISK OF VOID / NON-CONFINED 
MEMBRANE TO THIS AREA 

50
0

B A C K F I L L

VOLCLAY SWELLTITE LAPS 
INTO SEATING AREA OF PC 
PANEL

ALLCO ALLGUARD 
PROTECTION BOARD

For Technical Advice Contact:
Web:  www.allco.co.nz
Email:  info@allco.co.nz
Telephone:  09 448 1185
Facsimile:  09 448 1186

The information and data contained herein are believed to be accurate and reliable.
This information does not constitute a warranty and should be used in conjunction with the 
project specification document supplied by Allco Waterproofing Solutions Ltd
Please contact Allco Waterproofing Solutions Ltd with any questions or deviations from 
this information. 
© Allco Waterproofing Solution Ltd 
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FLOOR SLAB  / CANTILEVERED BALCONY ON GRADE / BACKFILL
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